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Die neue Generation Bristungen

The new generation of balustrades

Im Sinne von Stil...

Das auf der glasstec 2016 vorgestellie Gelandersystem ist eine
neue Generation von Bristungsverglasungen im Bauhausstil. Die
sachliche Eleganz passt sich der Architektur in unaufdringlicher
Weise an. Dieses Geldndersystem ist ein statischer
Problemlaser im Innen- und AuPenbereich. Auch fur &ffentliche
Gebdude besonders geeignet.

In the sense of style ...

The balustrade system presented at the Glasstec in 2016 is
a new generation in the sense of Bauhaus style. The factual
elegance adds to the architecture in an unobtrusive way.
This balustrade system is a static problem solver in both indoor
and outdoor use. Also suitable for public buildings.

n . %5 *AbP = German National Technical Certification



Abmessung Gelandersystem mit 2 Pfosten

Dimensions for balustrade system with 2 posts
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Gelénderpfosten | Balustrade posts

1056

Abmessung Gelandersystem mit 3 Pfosten

Dimensions for balustrade system with 3 posts
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Geldnderpfosten — mit U-Profil oben / U-Profil unten
Balustrade posts with U-profiles on the upper and lower edges
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Einzelpfosten fir Frontmontage | Single post for facia mounting

Oberflache: RAL pulverbeschichtet
Surface: RAL powder coated

Art.-Nr. Material [[D
Art.-no. Material

1024491 2RAL Stahl verzinkt

Steel, zinc galvanised

12,76

Gelainderpfosten - mit U-Profil oben / U-Profil unten
Balustrade posts with U-profiles on the upper and lower edges
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Einzelpfosten fir Aufsatzmontage | Single post for floor mounting

Oberflache: RAL pulverbeschichtet
Surface: RAL powder coated

Art.-Nr. Material
v Art.no. Material [[D
- ; Stahl verzinkt

1024481 2RAL

12,76

Steel, zinc galvanised

Fs *AbP = German National Technical Certification
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Gelanderpfosten | Balustrade posts [ | [ EEGB

U-Profil und Gummiprofil | U-profile and elastomer profile
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5020VA2-5M/-2500
12,76mm
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10245320KU-5M 16
U-Profil | U-profile
Oberfléche: geschliffen
Surface: brushed
Art.-Nr. Material “E Lénge Oberfléiche
Art.-no. Material Length Surface
5020VA2-2500 A2 | 304 12,76 2500 Korn | Grain 320
5020VA2-5M A2 | 304 12,76 5000 Kom | Grain 320

10245320KU-5M Elastomer 12,76 5000 -




